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CONMUTADORES E INTERRUPTORES DE CONTROL

/ CONTROL SWITCHES

equipos eléctricos

DESCRIPCION/DESCRIPTION:

CODIGO/CODE: 1CR-5C064-12 REVISION:02 FECHA/DATE:  03-17-2025

CONTROL SWITCH, 3 POSITIONS, MOMENTARY CONTACTS, (1, (0), 2), 2-(0)-2,
PISTOL GRIP HANDLE, 20 AMP., CLASS: 600 V., HEAVY SERVICE, MODEL:
C064B3M0C0411-XXX-00.

POSICIONES/POSITIONS: 3 MODELO/MODEL: C064B3M0C0411-XXX-00

SECCIONES/SECTIONS: 1 CONTACTOS/CONTACTS: ~ MOMENTARY
PALANCA/HANDLE:  PRI00 %" AISLAMIENTO/INSULATION: 600 V.

SERVICIO/SERVICE: HEAVY AMPERAJE/AMPERAGE: 20 AMP.

CARATULA / NAMEPLATE

CODIGO/CODE:
6C4-0411

DESCRIPCION / DESCRIPTION:
PRESENTATION PLATE AT 30°, 1, (0), 2.

DIBUJO DEL EQUIPO / SIDE VIEW
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SECUENCIA DE CONTACTOS / CONTACTS SEQUENCES
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POSITIONS

1 0 2
A11 - B11 X
L A1-B1 X
- A5-B5 X
L A7-B7 X
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DIAGRAMA DE ALAMBRADO / ELECTRICAL WIRING DIAGRAMS
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DIMENSIONES GENERALES / GENERAL DIMENSIONS
SIDE VIEW
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SWITCHES WITH NORMAL MECHANISM

NOTES:

1.-REFER TO DIMENSIONS
FROM TABLE 1, DEPENDING
OF THE MODEL. [

2.-EACH ADDITIONAL SECTION
MEASURES 39 MM.

TABLE No. 1 DIMENSIONS BY SECTION NUMBER |
[sections || + [ 2 [ 3 [ 4[5 [ 6 [7 ]38 ]

PLAN DE BARRENADO / DRILLING DISTANCES
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| DIMENSIONS CHART FOR DRILLING DISTANCES |
[DiMENsioNs | A [ a1 [ B [ c [ b1 [p2 [ E | F |

in 1.929 | 1.929 | 0.964 | 0.964 | 0.500 |0.250 | 0.290 | 2.696
mm 49 49 245 | 245 | 127 | 635 | 7.36 | 685
ACOT.: mm [in]

INSTALLATION INSTRUCTIONS

3.-THESE DIMENSIONS CAN HAVE

VARIATIONS OF # (0.078") = 2mm. in 299 | 452 | 6.06 | 7.59 | 9.13 [10.66 |12.20 | 13.74
4.-TORQUE FOR TERMINALS
MINIMUM:  1.62 N-m = 14.34 |b-i mm 76 115 154 193 232 271 310 349

MAXIMUM: 2.1 N-m = 18.58 Ib-in

1.- DRILLING THE PANEL ACCORDING TO THE DRILLING DISTANCES AND THE INDICATED IN THE DIMENSIONS CHART.

1.- HOLD THE SWITCH TO THE PANEL FROM THE OUTSIDE USING THE FOUR SCREWS AND THE PLATE HOLDER
FRAME, MAKING SURE THAT THE ARROW ROUGHING IS LOCATED AT THE UPPER RIGHT.

3.-  PLACE AND SCREW THE OPERATION HANDLE, MAKING CARE THAT IT IS IN THE CORRECTLY POSITION

EQUIPOS ELECTRICOS CORE SE RESERVA EL DERECHO DE MODIFICAR ESTA INFORMACION SIN PREVIO AVISO.

EQUIPQS ELECTRICOS CORE RESERVES THE RIGHT OF MODIFYING THIS INFORMATION WITHOUT A PREVIOUS NOTIFICATION

Rev.- 04 Noviembre 2024
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